
CORRIGENDUM – I  TO  MECHANICAL  (DY.CME/PLANT OFFICE)  OPEN TENDER NO.  

M/M&P/WC/04/09/Conversion of Shot blast plant/19000/2017-18 PUBLISHED ON 05.03.2018 

Tenderers are requested to note the modification of clauses under the heading “9.0 Scope of 
work for the Tenderer” in the Special Conditions of the Contract, Annexure – A of the Open 
tender no. M/M&P/WC/04/09/Conversion of Shot blast plant/19000/2017-18 published on 
05.03.2018. The modified clauses are as follows: 

Existing clause To be read as 

9.3.1 The modified plant shall be capable of 
blasting both side walls, both end walls 
and corrugated roof of Stainless steel 
shells of all types. Blasting time (i.e. Cycle 
time) per shell shall be less than or equal 
to existing time ie 40 minutes. Surface 
appearance standard obtained after 
blasting shall be Sa 2.5 of ISO 8501-1. 

9.3.1 The modified plant shall be capable of blasting both 
side walls, both end walls and corrugated roof of shells 
of all types. Side walls and roofs made out of SS steel 
sheets as per RDSO/Spec. CK 201 X2CrNi12 and 
RDSO/Spec. CK201 X5CrNi1810 respectively.  Blasting 
time (i.e. Cycle time) per shell shall be minimum 40 
minutes and maximum 60 minutes. The surface 
roughness after blasting operation shall reach            
Rz 40 ± 3 µ (microns) as per ISO 4287-1997. 

9.3.3 The Contractor shall study the existing 
plant and analyse the parent structural for  
design modification and strengthen the 
same if required to with stand added load. 

 

9.3.3 The Contractor shall study the existing plant and 
analyse the parent structural for  design modification 
and strengthen the same if required to with stand 
added load, preferably with a better material like 
Austenitic manganese steel (made out of 11-14% 
Manganese content) for better life of liners  inside 

blasting chamber. 

9.3.5  The Contractor shall study the design of 
the existing wheelabrators and modify 
them to handle suitable blasting media 
to blast Stainless steel shells and to 
obtain  surface appearance standard as 

mentioned in para 9.3.1 above. 

9.3.5 The Contractor shall study the design of the existing 
wheelabrators and modify them to handle suitable 
blasting media to blast Stainless steel shells and to 
obtain surface appearance standard as mentioned in 
modified para  9.3.1, preferably with minimum 20 
wheelabrators for better blasting. 

9.3.8  The Contractor shall study the design of 
dust collector system and modify it to 
suit Stainless steel blasting. 
New/Modified dust collector system shall 
meet the norms prescribed by TNPCB AIR 
(Prevention and control of pollution) Act, 
1981. 

9.3.8   The Contractor shall study the design of dust collector 
system and modify it to suit Stainless steel blasting. 
New/Modified dust collector system shall meet the 
norms prescribed by TNPCB AIR (Prevention and 
control of pollution) Act, 1981. Protection of the 
blast cabinet and sealing in entry and exit vestibules 
to ensure no flying abrasives during blasting 
operation. 

9.3.12 The contractor shall design (modify) 
wheelabrators to take care proper 
blasting of the corrugated roof in LHB 
shell as detailed in para 9.3.2. 

 

9.3.12 The contractor shall design (modify) wheelabrators to 
take care proper blasting of the corrugated roof in 
LHB shell as detailed in para 9.3.2. Direct driven blast 
wheels are preferred with curved blades made up of 
tool steel for uniform blast coverage and higher wear 
life of blast wheel parts. 

9.4.19 The contractor shall ensure that the 
preferred make for critical equipment 
should be as per below: 

             a. Motors : Bharat Bijilee, Siemens, ABB, 
Crompton.  

9.4.19  The contractor shall ensure that the preferred make 
for critical equipment should be as per below: 

a. Motors with AC variable speed drives.  :      Bharat 
Bijilee, Siemens, ABB, Crompton, Rittal,  NORD , 

Schneider-Electric. 

Note: The tenderer shall comply the above said specification changes and in case of any deviations, the 
detailed technical write up for the plant and performance superiority should be enclosed to 
evaluate the offer. All other terms and conditions of the above mentioned tender remain 
unchanged.  

 
 
           WM/Plant/Fur. 


